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the method used to establish the frac-
tion of VOC captured and sent to the 
control device. 

(b) Following the initial performance 
test, the owner or operator of an af-
fected facility shall identify, record, 
and submit a written report to the Ad-
ministrator every calendar quarter of 
each instance in which the volume- 
weighted average of the total mass of 
VOC’s emitted to the atmosphere per 
volume of applied coating solids (N) is 
greater than the limit specified under 
§ 60.392. If no such instances have oc-
curred during a particular quarter, a 
report stating this shall be submitted 
to the Administrator semiannually. 
Where compliance is achieved through 
the use of a capture system and control 
device, the volume-weighted average 
after the control device should be re-
ported. 

(c) Where compliance with § 60.392 is 
achieved through the use of inciner-
ation, the owner or operator shall con-
tinuously record the incinerator com-
bustion temperature during coating op-
erations for thermal incineration or 
the gas temperature upstream and 
downstream of the incinerator catalyst 
bed during coating operations for cata-
lytic incineration. The owner or oper-
ator shall submit a written report at 
the frequency specified in § 60.7(c) and 
as defined below. 

(1) For thermal incinerators, every 
three-hour period shall be reported dur-
ing which the average temperature 
measured is more than 28 °C less than 
the average temperature during the 
most recent control device perform-
ance test at which the destruction effi-
ciency was determined as specified 
under § 60.393. 

(2) For catalytic incinerators, every 
three-hour period shall be reported dur-
ing which the average temperature im-
mediately before the catalyst bed, 
when the coating system is oper-
ational, is more than 28 °C less than 
the average temperature immediately 
before the catalyst bed during the most 
recent control device performance test 
at which destruction efficiency was de-
termined as specified under § 60.393. In 
addition, every three-hour period shall 
be reported each quarter during which 
the average temperature difference 
across the catalyst bed when the coat-

ing system is operational is less than 
80 percent of the average temperature 
difference of the device during the 
most recent control device perform-
ance test at which destruction effi-
ciency was determined as specified 
under § 60.393. 

(3) For thermal and catalytic inciner-
ators, if no such periods occur, the 
owner or operator shall submit a nega-
tive report. 

(d) The owner or operator shall no-
tify the Administrator 30 days in ad-
vance of any test by Method 25. 

[45 FR 85415, Dec. 24, 1980, as amended at 55 
FR 51383, Dec. 13, 1990; 65 FR 61760, Oct. 17, 
2000] 

§ 60.396 Reference methods and proce-
dures. 

(a) The reference methods in appen-
dix A to this part, except as provided in 
§ 60.8 shall be used to conduct perform-
ance tests. 

(1) Method 24 or an equivalent or al-
ternative method approved by the Ad-
ministrator shall be used for the deter-
mination of the data used in the cal-
culation of the VOC content of the 
coatings used for each affected facility. 
Manufacturers’ formulation data is ap-
proved by the Administrator as an al-
ternative method to Method 24. In the 
event of dispute, Method 24 shall be the 
referee method. 

(2) Method 25 or an equivalent or al-
ternative method approved by the Ad-
ministrator shall be used for the deter-
mination of the VOC concentration in 
the effluent gas entering and leaving 
the emission control device for each 
stack equipped with an emission con-
trol device and in the effluent gas leav-
ing each stack not equipped with a con-
trol device. 

(3) The following methods shall be 
used to determine the volumetric flow 
rate in the effluent gas in a stack: 

(i) Method 1 for sample and velocity 
traverses, 

(ii) Method 2 for velocity and volu-
metric flow rate, 

(iii) Method 3 for gas analysis, and 
(iv) Method 4 for stack gas moisture. 
(b) For Method 24, the coating sample 

must be a 1-liter sample taken in a 1- 
liter container. 

(c) For Method 25, the sampling time 
for each of three runs must be at least 
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one hour. The minimum sample vol-
ume must be 0.003 dscm except that 
shorter sampling times or smaller vol-
umes, when necessitated by process 
variables or other factors, may be ap-
proved by the Administrator. The Ad-
ministrator will approve the sampling 
of representative stacks on a case-by- 
case basis if the owner or operator can 
demonstrate to the satisfaction of the 
Administrator that the testing of rep-
resentative stacks would yield results 
comparable to those that would be ob-
tained by testing all stacks. 

[45 FR 85415, Dec. 24, 1980, as amended at 65 
FR 61760, Oct. 17, 2000] 

§ 60.397 Modifications. 
The following physical or operational 

changes are not, by themselves, consid-
ered modifications of existing facili-
ties: 

(a) Changes as a result of model year 
changeovers or switches to larger cars. 

(b) Changes in the application of the 
coatings to increase coating film 
thickness. 

§ 60.398 Innovative technology waiv-
ers. 

(a) General Motors Corporation, 
Wentzville, Missouri, automobile assembly 
plant. (1) Pursuant to section 111(j) of 
the Clean Air Act, 42 U.S.C. 7411(j), 
each topcoat operation at General Mo-
tors Corporation automobile assembly 
plant located in Wentzville, Missouri, 
shall comply with the following condi-
tions: 

(i) The General Motors Corporation 
shall obtain the necessary permits as 
required by section 173 of the Clean Air 
Act, as amended August 1977, to oper-
ate the Wentzville assembly plant. 

(ii) Commencing on February 4, 1983, 
and continuing to December 31, 1986, or 
until the base coat/clear coat topcoat 
system that can achieve the standard 
specified in 40 CFR 60.392(c) (Dec. 24, 
1980) is demonstrated to the Adminis-
trator’s satisfaction the General Mo-
tors Corporation shall limit the dis-
charge of VOC emissions to the atmos-
phere from each topcoat operation at 
the Wentzville, Missouri, assembly 
plant, to either: 

(A) 1.9 kilograms of VOC per liter of 
applied coating solids from base coat/ 
clear coat topcoats, and 1.47 kilograms 

of VOC per liter of applied coating sol-
ids from all other topcoat coatings; or 

(B) 1.47 kilograms of VOC per liter of 
applied coating solids from all topcoat 
coatings. 

(iii) Commencing on the day after 
the expiration of the period described 
in paragraph (a)(1)(ii) of this section, 
and continuing thereafter, emissions of 
VOC from each topcoat operations 
shall not exceed 1.47 kilograms of VOC 
per liter of applied coating solids as 
specified in 40 CFR 60.392(c) (Dec. 24, 
1980). 

(iv) Each topcoat operation shall 
comply with the provisions of §§ 60.393, 
60.394, 60.395, 60.396, and 60.397. Separate 
calculations shall be made for base 
coat/clear coat coatings and all other 
topcoat coatings when necessary to 
demonstrate compliance with the emis-
sion limits in paragraph (a)(1)(ii)(A) of 
this section. 

(v) A technology development report 
shall be sent to EPA Region VII, 324 
East 11th Street, Kansas City, MO 
64106, postmarked before 60 days after 
the promulgation of this waiver and 
annually thereafter while this waiver 
is in effect. The technology develop-
ment report shall summarize the base 
coat/clear coat development work in-
cluding the results of exposure and en-
durance tests of the various coatings 
being evaluated. The report shall in-
clude an updated schedule of attain-
ment of 40 CFR 60.392(c) (Dec. 24, 1980) 
based on the most current information. 

(2) This waiver shall be a federally 
promulgated standard of performance. 
As such, it shall be unlawful for Gen-
eral Motors Corporation to operate a 
topcoat operation in violation of the 
requirements established in this waiv-
er. Violation of the terms and condi-
tions of this waiver shall subject the 
General Motors Corporation to enforce-
ment under section 113 (b) and (c), 42 
U.S.C. 7412 (b) and (c), and section 120, 
42 U.S.C. 7420, of the Act as well as pos-
sible citizen enforcement under section 
304 of the Act, 42 U.S.C. 7604. 

(b) General Motors Corporation, De-
troit, Michigan, Automobile Assembly 
plant. (1) Pursuant to section 111(j) of 
the Clean Air Act, 42 U.S.C. 7411(j), 
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